


ELEMENTS

ROUND TABLE
800/900/1000/1200mm
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SINGLE TABLE-SHORT BEAM

BENCH - SHORT BEAM

BENCH - MEDIUM BEAM
RETURN TABLE

SQUARE TABLE

3.1

1 pcs

1

1 pcs

21 3.1

1 pcs 1 pcs 1 pcs

3.14 5

1 pcs 1 pcs 4 pcs

3.34 5

1 pcs 1 pcs 2 pcs

3.24 5

1 pcs 1 pcs 4 pcs

3.24 5

1 pcs 1 pcs 4 pcs

2 pcs

2

2 pcs

2

3.2 Medium beam
PRO - SB160 - PC 3.3 Long beam

PRO - SB200 - PC3.1 Short beam
PRO - SB110 - PC1 4 legs package

PROS-4FLEG072-PC 2 2 legs package
PROS-2FLEG072-PC 4

Bench legs, one pair
PROS-2BLEG-PC 5 Bench mid leg

PROS-BMLEG-PC 

Configuration Components Configuration Components

When table top over width more than 1200mm,  use supportive beam.

800/1000mm

80
0/

10
00

m
m

1200/1400/1500/1600mm

60
0/

70
0/

75
0m

m

60
0/

70
0/

75
0/

90
0m

m 1800/2000mm

SINGLE TABLE-MEDIUM BEAM
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MEETING TABLE - LONG BEAM

MEETING TABLE - MEDIUM BEAM
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4 seaters

Specification

4 seaters with side screen

Middle leg 
Material: 
2.0mm metal pipe
Finishing: 
Powder coating, 80~120μ

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Adjustable foot
Material:
ABS plastic,
adjustable distance=30mm

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Vertical cable channel
Material: 
T=1.5mm aluminum profile
Finishing: 
Powder coating, 80~120μ
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4
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Middle leg top bar

Finishing: 
Powder coating, 80~120μ

6

Table top7
Core: Partical board, 
T=25mm, E1 grade

Material: 
T=3.0mm metal sheet & 
T=2.0mm metal pipe

Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC

Cable  channel8
Material: 
T=1.2mm aluminum profile
Finishing: 
Powder coating, 80~120μ

Side bar9
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Wires box10
Material: 
0.7mm metal sheet
Finishing: 
Powder coating, 80~120μ
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Specification

Middle leg 
Material: 
2.0mm metal pipe
Finishing: 
Powder coating, 80~120μ

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Adjustable foot
Material:
ABS plastic,
adjustable distance=30mm

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Vertical cable channel
Material: 
T=1.5mm aluminum profile
Finishing: 
Powder coating, 80~120μ
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5

Middle leg top bar

Finishing: 
Powder coating, 80~120μ
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Table top7
Core: Partical board, 
T=25mm, E1 grade

Material: 
T=3.0mm metal sheet & 
T=2.0mm metal pipe

Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC

Cable  channel8
Material: 
T=1.2mm aluminum profile
Finishing: 
Powder coating, 80~120μ

Side bar9
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Wires box10
Material: 
0.7mm metal sheet
Finishing: 
Powder coating, 80~120μ
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2 seaters

Specification

Straight table

Specification

Vertical cable channel
Material: 
T=1.5mm aluminum profile
Finishing: 
Powder coating, 80~120μ

5

Adjustable foot
Material:
ABS plastic,
adjustable distance=30mm

3

Adjustable foot
Material:
ABS plastic, adjustable distance=30mm

3

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

4

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

4

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

6

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

1

Wire box
Material: 
T=0.7mm metal sheet
Finishing: 
Powder coating, 80~120μ

2

Table top7
Core: Partical board, 
T=25mm, E1 grade
Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC

Table top5
Core: 
Partical board, T=25mm, E1 grade
Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC

Side bar1
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Side bar2
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ1
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Straight table with cabinet
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Specification

L shape table

Specification

Adjustable foot
Material:
ABS plastic, adjustable distance=30mm

3

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

4

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

1

Table top5
Core: 
Partical board, T=25mm, E1 grade
Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC

Side bar2
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Adjustable foot
Material:
ABS plastic, adjustable distance=30mm

3

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

4

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

1

Table top5

Straight connector
Material: 
T=2mm metal sheet
Finishing: 
Powder coating, 80~120μ

6

Core: Partical board, T=25mm, E1 grade
Finishing: Melamine paper
Edge banding: T=2mm PVC

Side bar2
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ
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Small meeting table - Square table

Specification

1
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Small meeting table - Round table

Specification

Adjustable foot
Material:
ABS plastic,
adjustable distance=30mm

1

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

2

Table top3
Core: Partical board, 
T=25mm, E1 grade
Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC

Adjustable foot
Material:
ABS plastic,
adjustable distance=30mm

1

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

2

Table top3
Core: Partical board, 
T=25mm, E1 grade
Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC
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Retangular meeting table

Specification

Retangular meeting table

Specification

Vertical cable channel4
Material: 
T=1.5mm aluminum profile
Finishing: 
Powder coating, 80~120μ

Adjustable foot
Material:
ABS plastic,
adjustable distance=30mm

1

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

2

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

3

Middle leg 
Material: 
2.0mm metal pipe
Finishing: 
Powder coating, 80~120μ

4

Vertical cable channel
Material: 
T=1.5mm aluminum profile
Finishing: 
Powder coating, 80~120μ

5 Wire box
Material: 
T=0.7mm metal sheet
Finishing: 
Powder coating, 80~120μ

10

Middle leg top bar

Finishing: 
Powder coating, 80~120μ

6
Material: 
T=3.0mm metal sheet & 
T=2.0mm metal pipe

Table top7
Core: Partical board, 
T=25mm, E1 grade
Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC

Cable  channel8
Material: 
T=.2mm aluminum profile
Finishing: 
Powder coating, 80~120μ

Side bar9
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Adjustable foot
Material:
ABS plastic,
adjustable distance=30mm

1

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

2

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

3

Table top6
Core: Partical board, 
T=25mm, E1 grade
Finishing: 
Melamine paper
Edge banding: 
T=2mm PVC

Side bar7
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Wires box5
Material: 
0.7mm metal sheet
Finishing: 
Powder coating, 80~120μ
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Manager table with cabinet

Specification

U shape table

Specification

Adjustable foot
Material:
ABS plastic, adjustable distance=30mm

3

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

4

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

1

Table top5

Straight connector
Material: 
T=2mm metal sheet
Finishing: 
Powder coating, 80~120μ

6

Core: Partical board, T=25mm, E1 grade
Finishing: Melamine paper
Edge banding: T=2mm PVC

Side bar2
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

Adjustable foot
Material:
ABS plastic, adjustable distance=30mm

3

Side leg 
Material: 
1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

4

Horizontal bar
Material: 
T=1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ

1

Table top5
Core: Partical board, T=25mm, E1 grade
Finishing: Melamine paper
Edge banding: T=2mm PVC

Side bar2
Material: 
60*25*T1.5mm metal pipe
Finishing: 
Powder coating, 80~120μ1
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